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How to add Printing/Resin Profiles

Click the printer button on the right side toolbar

Slice or say no to any steps till you get to the image below
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« - 4 s> ThisPC » Desktop » CADworks3D Training Package - PR v O O Search CADworks3D Trainin...
Organize » Mew folder = @
Name Date modified Type Size
st Quick access
Diagrams File folder
& OneDrive Documentation File folder
E This PC PR Printing Profiles File folder
Software File folder
¥ 3D Objects
Testfiles File folder
[ Desktop
|£] Documents
< Downloads
B Music
&=] Pictures
B videos

‘i Local Disk (C)

< New Volume ()

¥ Network

Folder: | PR Printing Profiles

I Select Folder I Cancel

Click Folder and Select
Ensure you have a folder created for the printing profiles. If you do not have one, create one

Place the printing profiles (These will be in an .mps format file) in the folder previously created
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Alternative Method

Ensure you have previously created a folder for all your printing profiles

Click on the button below called “edit printing setting file”
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Once this menu pop ups, click on the button called “import printing setting file”
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_| Clear 30um.mps 2020-06-22 11:43 AM
—| Clear 50um.mps 2020-06-22 11:43 AM
| Master Mold 30um.mps 2020-06-22 11:43 AM
| Master Mold 50um .mps 2020-06-22 11:43 AM

MPS File
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MPS File

1 KB
1KB
1KB
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Select the “MPS” file and click open, the printing setting will now be saved into the folder

Please note you can only import settings one at a time
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